
PIPE BEDDING MATERIAL TO LIMITS

TO DEPTH DIRECTED BY ENGINEER

TO LIMITS OF EXCAVATION

PIPE BEDDING: COMPACTED

12" GRANULAR FILL - GRAVEL

TYP A-1

DEC. 8, 1994
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LEGEND SYMBOL
NONE

DETAIL CLASS.: STANDARD

TYPICAL WATER MAIN TRENCH

 CHECKED BY

 DESIGNED BY

 DETAIL NO.

 LAST REVISION

SAND   ENVELOPE

CENTRAL HOOKSETT WATER PRECINCT

STABLE SUBGRADE

DUCT. IRON WATER MAIN

6" MIN.

OF EXCAVATION

& BACKFILL & COMPACT WITH

REMOVE UNSUITABLE MATERIAL

APPROVED BY ENGINEER

SAND, GRAVEL, OR AS

 DRAWN BY  SCALE

VARIES

FITTINGS

OF PIPE AND

ENTIRE LENGTH

TAPE OVER

UTILITY MARKING
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STREET REQUIREMENTS

PAVEMENT PER TOWN OF HOOKSETT

PAVEMENT

EXISTING

5'-0"

CRUSHED GRAV. BASE

(3'-6" MIN.)

VARIES

EXIST.

MATCH

12" MIN.

BACKFILL

SUITABLE

GRAVEL SUBBASE

TRENCH EDGE

PAVEMENT 18" BEYOND

SAWCUT EXISTING

BACKFILL

SUITABLE

(5'-0" MIN.)

VARIES

6" ABOVE ORIGINAL GRADE

OF TRENCH TO BE MOUNDED

FINISH GRADE AT CENTERLINE

MULCH & SEED

S = 0.10 EXIST. GRADE

IN PAVEMENT        CROSS - COUNTRY

6"MIN.

BURIAL DEPTH 5'-6": MAXIMUM DEPTH 8'-0"
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